
VMF Sportline • VARTA Professional • Trojan Batterijen • Optima Batterijen

Accu bakken • Powerline Laders • Noco Laders

Sportline
R

Powerline acculadersNOCO acculaders en boosters

MODEL 

PIEKSPANNING

MOTOR

FEATURES

GB150

12V 4000A

GAS/DIESEL

Professional

Intergrated Clamps

12V 15A Out port

12V 5A Fast recharge

Built-in voltmeter

USB in & USB Out

10 Led 500 lummen

GB70

12V 2000A

GAS/DIESEL

HEAVY DUTY

Intergrated Clamps

12V 15A Out port

12V 3A Fast recharge

USB in & USB Out

8 Led 400 lummen

GB40

12V 1000A

GAS/DIESEL

CAR & TRUCK

HD Clamps

Integrated Eyelets

USB in & USB Out

Dual Led  100 lummen

GB20

12V 400A

GAS

Moto Sport & Car

Precision Clamps

Integrated Eyelets

USB in & USB Out

Dual Led 100 lummen

COMPLEET ASSORTIMENT

RECREATIE BATTERIJEN

G750

6V/12V

0.75A

2Ah - 30Ah

AC100-240V 50/60Hz

IP60

142x69x38

1905

0,20 kg

Standaard/EFB/AGM/GEL

G1100

6V/12V

1.1A

2Ah-40Ah

AC100-240V 50/60Hz

IP65

213x64x41

1422

1905

0,40 kg

Standaard/EFB/AGM/GEL/Lithium

G3500

6V/12V

3.5A

2Ah-120Ah

AC100-240V 50/60Hz

IP65

251x69x48

1422

1905

0,60 kg

Standaard/EFB/AGM/GEL/Lithium

MODEL 

NOMINALE ACCUSPANNING

LAADSTROOM

ACCUGROOTE

NETSPANNING

BESCHERMING

AFMETING LADER MM

KABELLENGTE LADER MM

KABELLENGTE NET MM

GEWICHT

ACCU TYPE

G7200

12V/24V

7.2A/3.6A

14Ah-230Ah

AC200-240V 50/60Hz

IP65

279x94x48

1422

1905

0,80 kg

Standaard/EFB/AGM/GEL/Lithium

G15000

12V/24V

15A/7.5A

50Ah-400Ah/25Ah-200Ah

AC200-240V 50/60Hz

IP44

358x122x71

1422

1905

1,80 kg

Standaard/EFB/AGM/GEL/Lithium

G26000

12V/24V

26A/13A

50Ah-500Ah/25Ah-250Ah

AC200-240V 50/60Hz

IP44

399x145x81

1422

1905

2,30 kg

Standaard/EFB/AGM/GEL/Lithium

MODEL 

NOMINALE ACCUSPANNING

LAADSTROOM

ACCUGROOTE

NETSPANNING

BESCHERMING

AFMETING LADER MM

KABELLENGTE LADER MM

KABELLENGTE NET MM

GEWICHT

ACCU TYPE

Uw dealer

PL-C001P

6V/12V

1A

1,2Ah - 24Ah

Max 24W

AC 100 - 240V 50/60 Hz

IP65

100x71x73

1200 mm

1720 mm

0.35 kg

Standaard/AGM/GEL

PL-C004P

6V/12V

4,5A

7Ah - 120Ah

Max 75W

AC 100 - 240V 50/60 Hz

IP65

195x67x46

1200 mm

1720 mm

0.65 kg

Standaard/AGM/GEL

PL-C007P

12V

7A

25Ah - 210Ah

Max 126W

AC 200 - 240V 50/60 Hz

IP65

244x100x58

1200 mm

1720 mm

1,02 kg

Standaard/AGM/GEL

MODEL 

NOMINALE ACCUSPANNING

LAADSTROOM

ACCUGROOTTE

TOTAAL UITGANGSVERMOGEN

NETSPANNING

BESCHERMING

AFMETING LADER MM

KABELLENGTE LADER

KABELLENGTE NET 

GEWICHT

ACCU TYPE

PL-C010P

12V

10A

20Ah - 300Ah

Max 175W

AC 200 - 240V 50/60 Hz

IP65

244x100x58

1200 mm

1720 mm

1.02 kg

Standaard/AGM/GEL

PL-C016P

12V

16A

20Ah - 300Ah

Max 283W

AC 200 - 240V 50/60 Hz

IP65

281x138x77

1200 mm

1720 mm

1.65 kg

Standaard/AGM/GEL

PL-C030P

12V/24V

30A/15A

20Ah - 300Ah

Max 283W

AC 200 - 240V 50/60 Hz

IP65

281x138x77

1200 mm

1720 mm

1.65 kg

Standaard/AGM/GEL

MODEL 

NOMINALE ACCUSPANNING

LAADSTROOM

ACCUGROOTTE

TOTAAL UITGANGSVERMOGEN

NETSPANNING

BESCHERMING

AFMETING LADER MM

KABELLENGTE LADER

KABELLENGTE NET 

GEWICHT

ACCU TYPE

R



Sportline
De energiebehoefte van campers, motorboten,
zeiljachten en caravans is zeer uiteenlopend.
Daarom biedt het VMF SPORTLINE
programma een breed scala aan
capaciteiten in meerdere uitvoeringen:
robuust, onderhoudsvrij Calcium
met een lage zelfontlading -
dus nooit meer bijvullen.
Extra veilig door gesloten
labyrinth-deksel, ingebouwde
vlamdovers en stevige
handgrepen.

VARTA Batterijen
Deze batterijen zijn gebaseerd op beproefde en geteste technologie, het resultaat van jarenlange door-
ontwikkeling inzake cyclus-vastheid. De batterijen zijn volledig gesloten, zodat er geen vloeistof kan weglekken. 
Op basis van de minimale zelfontlading zijn deze batterijen bijzonder geschikt voor seizoensgebonden gebruik.

Trojan Batterijen
Al meer dan 85 jaar is de Trojan Battery Company de onbetwiste marktleider op het gebied van geavanceerde 
Deep Cycle batterijen. Duurzaam, bedrijfszeker en superieure prestaties zijn de kenmerken die Trojan batterijen 
tot de beste keuze maken voor elektrisch aangedreven voer- en vaartuigen. Ook is Trojan de aangewezen oplos-
sing voor wie op zoek is naar extreme start-capaciteit, trilbestendigheid en extra reserve-capaciteit. Bijzonder 
geschikt voor toepassing in speciale motorvoertuigen zoals rallywagens, reddingsvaartuigen en watersport. 
Korte laadtijd door lage interne weerstand.

REBELCELL LiFePo4 Deep Cycle Batterijen
REBELCELL LiFePo4 accu’s zijn lichtgewicht en leveren superieure prestaties en gebruiksgemak, gekoppeld 
aan een lange levensduur. Rebelcells vervangen de loodaccu één-op-één zonder aanpassingen van het sys-
teem. Rebelcell lithium accu’s hebben een LED accumeter op de bovenzijde van de accu. Door middel van deze 
LED lampjes kunt u aflezen hoe vol de accu is. Het Rebelcell BMS (Batterij Management Systeem) meet uiterst 
nauwkeurig de geleverde stroom en berekent de beschikbare capaciteit van de accu. Daarnaast beschermt de 
BMS tegen onjuist gebruik van de accu door uit te schakelen wanneer bepaalde grenzen worden overschreden 
(bijvoorbeeld bij een te hoge belasting of temperatuur). Het BMS maakt serieschakeling mogelijk zonder extra 
regelelektronica.

Professional Marine & Caravan

For recreational vehicles

Schema  O 1 2 3 4 9

Pool

     POS

     NEG

 DIN JIS FORD STUD MARINE SIDE UT

T105
T145
TE35
T875
T1275
6V-GEL

264x181x276
264x181x295
244x191x276
264x264x181
327x181x276
260x181x276

6V 225Ah
6V 260Ah
6V245Ah
8V 170Ah
12V 150Ah
6V 189Ah

Type MaatvoeringSpecs
ST 5/16-18
ST 5/16-18
DIN
DIN
ST 5/16-18
MARINE 5/16-18

2
2
2
2
1
2

B00
B00
B00
B00
B00
B00

PoolSchema BHD

RC12-25
RC12-200

196x131x159
516x199x345

12V 25Ah (20h)
12V 200Ah (20h)

Type MaatvoeringSpecs
M8
M8

B00
B00

Pool BHD

BHD

RT50S
YT38S
YT55S
YT66R
YT75S
BT50SLI
BT55DC
BT66DC
BT75DC

254x172x200
237x129x227
254x175x200
309x172x219
325x165x238
254x175x200
254x175x200
309x172x221
325x165x238

DIN
DIN
DIN
DIN
DIN
MAR 5/16-18
MAR 5/16-18
MAR 5/16-18
MAR 5/16-18

1
1
1
0
9
1
1
1
1

12V 50Ah 815 EN
12V 38Ah 460 EN
12V 55Ah 845 EN
12V 66Ah 845 EN
12V 75Ah 975 EN
12V 50Ah 815 EN
12V 55Ah 765 EN
12V 66Ah 845 EN
12V 75Ah 975 EN

B01
B00
B01
B01
B01
B01 
B01
B01
B01

Type Maatvoering PoolSchemaSpecs BHD
Optima Batterijen

812071000
811053075
930060056
930075065
930090080
930140080
930180100
930230115

840060068
840070076
840080080
840095085
840105095

260x175x225
330x175x240
246x175x190
278x175x190
353x175x190
513x189x223
513x223x223
518x276x242

242x175x190
278x175x190
315x175x190
353x175x190
394x175x190

DIN
DIN
DIN
DIN
DIN
DIN
DIN
DIN

DIN
DIN
DIN
DIN
DIN

1
9
0
0
0
3
3
3

0
0
0
0
0

LFS75
LFS105
LFD60
LFD75
LFD90
LFD140
LFD180
LFD230

LA60
LA70
LA80
LA95
LA105

12V 75Ah 600 EN
12V 105Ah 750 EN
12V 60Ah 560 EN
12V 75Ah 650EN
12V 90Ah 800 EN
12V 140Ah 800EN
12V 180Ah 1000 EN
12V 230Ah 1150 EN

12V 60Ah 680 EN
12V 70Ah 760 EN
12V 80Ah 800 EN
12V 95Ah 850 EN
12V 105Ah 950 EN

B01
B00
B13
B13
B13
B00
B00
B00

B13
B13
B13
B13
B13

Type Maatvoering PoolSchemaKort nr. Specs BHD

VARTA AGM Dual Purpose

Nuova Standaard Box

8890281
8890282

330x180x240
390x180x240

Nuova Rade battery box DIN L2
Nuova Rade battery box DIN L3

Type MaatvoeringSpecs

Noco Battery Container

HM408
HM426
HM462
HM484
HM485

622x318x330
464x362x356
461x400x495
622x381x330
661x610x318

NOCO Battery container 4D/DIN B
NOCO Battery container 2x GC2
NOCO Battery container 2x L16
NOCO Battery container 8D/DINC
NOCO Battery container 2x 8D/DIN C

Type MaatvoeringSpecs

HDPE Battery Container

8890251
8890252
8890253
8890261
8890262
8890263
8890271
8890272
8890273
8890275
8890276

540x210x300
530x230x270
540x300x300
540x410x300
540x470x300
540x570x300
1100x210x300
1050x240x300
1100x290x300
1150x540x300
1150x600x300

Battery container HDPE 8mm for 1x 120/140Ah
Battery container HDPE 8mm for 1x 165/180Ah
Battery container HDPE 8mm for 1x 200/230Ah
Battery container HDPE 8mm for 2x 120/140Ah
Battery container HDPE 8mm for 2x 165/180Ah
Battery container HDPE 8mm for 2x 200/230Ah
Battery container HDPE 8mm for 2x DIN A  in length
Battery container HDPE 8mm for 2x DIN B in length
Battery container HDPE 8mm for 2x DIN C in length
Battery container HDPE 8mm for 4x DIN B
Battery container HDPE 8mm for 4x DIN C

Type MaatvoeringSpecs

HDPE Boxes

8892061
8892062
8892063
8892064
8892065
8892075

Kunststof ventilatierooster incl montage
RVS scharnieren (2st) incl montage
RVS Overval sluiting incl montage
RVS Overval sluiting incl hangslot en montage
RVS/Rubber motorkapsluiting incl montage
Draadsok 3/4” ingelast

Type Specs

Professional GRP Battery Container

8890301
8890302
8890303
8890304
8890305
8890306
8890307
8890308
8890309

400x400x250
500x300x260
550x250x340
590x570x340
590x570x340
920x620x570
950x530x340
1100x250x340
1100x280x260

Professional GRP battery container 400x400x250
Professional GRP battery container 500x300x260
Professional GRP battery container 550x250x340
Professional GRP battery container 570x380x300
Professional GRP battery container 590x570x340
Professional GRP battery container 920x620x570
Professional GRP battery container 950x530x340
Professional GRP battery container 1100x250x340
Professional GRP battery container 1100x280x260

Type MaatvoeringSpecs

Type Maatvoering Schema Pool BHDSpecs
VMF60M

VMF70M

VMF95M

VMF24M

VMF27M

VMF102M

VDC31M

VMF120M

VMF165M

VMF200M

VMF225M

Sportline AGM
AGM60

AGM70

AGM75

AGM80

AGM95

242x175x175

278x175x175

353x175x190

257x172x200

302x172x200

330x172x240

330x172x218

506x182x210

509x212x210

509x274x218

509x274x218

242x175x190

278x175x190

260x172x220

315x175x190

354x175x190

0

0

0

1

1

9

1

3

3

3

3

0

0

0

0

0

DIN

DIN

DIN

MARINE

MARINE

DIN

MARINE

DIN

DIN

DIN

DIN

DIN

DIN

DIN

DIN

DIN

B13

B13

B13

B01

B01

B00

B01

B00

B00

B00

B00

B13

B13

B1

B13

B13

12V 60Ah CCA 480 EN

12V 70Ah CCA 640 EN

12V 95Ah CCA 720 EN

12V 73Ah CCA 540 EN

12V 90Ah CCA 680 EN

12V 105Ah CCA 800 EN

12V 105Ah CCA 760 EN

12V 120Ah CCA 800 EN

12V 165Ah CCA 940 EN

12V 200Ah CCA 1150 EN

12V 225Ah CCA 1320 EN

12V 60Ah CCA 680 EN

12V 70Ah CCA 760 EN

12V 60Ah CCA 720 EN

12V 80Ah CCA 850 EN

12V 95Ah CCA 850 EN

Professional GRP

8890311
8890312
8890313
8890314
8890315
8890316
8890317
8890318
8890319

Hardhout rooster voor 8890301
Hardhout rooster voor 8890302
Hardhout rooster voor 8890303
Hardhout rooster voor 8890304
Hardhout rooster voor 8890305
Hardhout rooster voor 8890306
Hardhout rooster voor 8890307
Hardhout rooster voor 8890308
Hardhout rooster voor 8890309

Type Specs


